CARDAN SHAFT
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Required quantity - 2000 pcs every 4 month.
Md – Torque without  residual deformation– 5500 N*m
Мр – Torque without damage – 8500 N*m
d x S – 82 х 3,5 mm, d – internal pipe size, S – pipe wall thickness
D – Diameter of  circle circumscribe of joint elements – 165 mm
а1 – Angle displacement – 24 deg
а2 – Angle displacement – 24 deg
Lmin – minimum length– 1420 mm
Working stroke in the groove pair – 140 mm
M – weight – 36,6 kg
Working speed – 1600 rpm
CARDAN CROSS
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Мр – Мр – Torque without damage – 11000 N*m
D – outside bearing diameter – 50 mm
h -  cross length– 123 mm
H – cross length – 135 mm
Di – journal diameter of the cross – 33,62 mm
M – weight 2,72 kg
Grease nipples  – 2 pcs
CARDAN BEARING 
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Yoke bearing holes to be placed on same surface
D – outside bearing diameter – 50 mm
M – weight – 0,306 kg
FLANGE
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D – outside flange diameter – 148 mm
D1 – center holes position– 130 mm
D2 – landing fillet diameter – 90 mm
d – holes diameter – 10,6 mm
h – Height of a landing fillet – 3 mm
В – length  between mounting surface and the bearing aperture center -  87 mm
Н – Thickness of the flange – 8 mm
Number of holes – 8 pcs
